






Safety information 
The light source is not replaceable.
Never attempt to disassemble the product. Repairs should only be performed by a 
qualified technician. By repairing it yourself there is a risk of electric shock and/or short 
circuit. 
If the power cable is damaged it must be replaced by the manufacturer, its service 
agent or similarly qualified personnel to avoid a hazard.
The floodlight is only for fixed mounting.

ENGLISH

Sikkerhetsinformasjon 
Lyskilden kan ikke skiftes ut.
Ikke forsøk å demontere produktet. Reparasjoner bør kun utføres av kvalifisert tekniker. 
Ved å reparere den selv er det fare for elektrisk støt og/eller kortslutning.
Hvis strømkabelen er skadet, må den skiftes ut av produsenten, en servicetekniker eller 
annen kvalifisert person. 
Lyskasteren er bare for fast montering.

NORSK

Säkerhetsinformation 
Ljuskällan går inte att byta ut.
Ta aldrig isär eller reparera produkten själv. Reparationer får endast utföras av 
tillverkaren, dess servicepartner eller liknande kvalificerade personer för att undvika 
fara.
Om strömkabeln är skadad måste den bytas ut av tillverkaren, dess servicerepresentant 
eller annan kvalificerad person för att undvika fara. 
Lampan är bara för fast montering.

SVENSKA




