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Product data sheet
Characteristics

ST9431B
Unica extend - Schuko trailing lead - 3 gangs -
anthracite

Main
Range Unica
Product or component type Trailing lead
Aesthetic name Unica extend
Control type Mains switch
Number of power socket outlets 3 square
Cable length 1.5 m
Colour tint Anthracite

Complementary
[Ue] rated operational voltage 250 V
[In] rated current 16 A
Outlet poles configuration 2P + E
Outlet standard Schuko
Socket additional information Shuttered
Maximum switching capacity 16 A
Pilot light ON indicator
Material PP (polypropylene)
Length 205.5 mm
Width 57 mm
Depth 40.5 mm
Quantity per set Set of 1
Type of packing Film

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1806  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=460615800&lang=en-us
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REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Available

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=460615800&lang=en-us

